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Reference Material Certificate  

CrushedCRM™ Primary for Chrysos PhotonAssay™ 

Gold Hosted in <5mm Silicate Rock Chips 

 

IMS-468 
Table 1: IMS-468 Certified Values expressed as grams per tonne (g/t) 

 

Note 1. SI units equivalent: 1 ppm, parts per million ≡ grams per ton ≡ mg/kg ≡ ug/g ≡ 0.0001 wt.% ≡ 1000ppb, parts per billion 

Note 2. The number of decimal places quoted does not imply accuracy of the certified value to this level but are given to minimise 

rounding errors when calculating 2SD and 3SD.  

^ Standard uncertainty.  

# Coverage Factor. 

~ Expanded Uncertainty. 

* Not included in ISO 17034 ANAB Scope of Accreditation 

 

  

Analyte 
Certified 

Value (y) 

Standard Deviation  
95% Confidence 

Interval (CI) 

uCRM^ k# UCRM~ 

No. of 

Labs 

(ISO/IEC 

17025) 

No. 

Samples 1 SD 

(s) 

1 SD 

Within 

Lab (sw) 

lower upper 

As-received X-ray Photon Assay (450g) 

Au 9.83 0.214 0.154 9.72 9.93 0.16 2 0.32 12 60 

Sample Preparation and Pb Fire Assay (50g) 

Au 9.29 0.232 0.116 9.16 9.43 0.18 2 0.36 12 36 

Gravimetric Determination* 

Au 10.02 - - - - 0.18 2 0.35 - - 
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Material and Method of Preparation  
IMS-468 is a patented product manufactured from an engineered rock, with disseminated gold embedded 

within the mineralogical structure. This reference material was further prepared by multi-stage crushing 

and homogenisation then packaged to a nominal 450g analytical mass. The product was packed in 

labelled PhotonAssayTM jars ready for analysis with a target fill factor >95%. The product is designed with 

minimal fines (<250µm). During repeated analysis using photon assay, the stability of particle size 

distribution within each unit prevents particle settling and minimises subsequent analytical errors. 

During the manufacturing stage, mass and volume data were recorded, and the gravimetric concentration 

of gold, in grams per tonne on a dry basis, was determined. The uncertainty of gold concentration was 

estimated using the propagation principles described in Evaluation of measurement data - Guide to the 

expression of uncertainty in measurement (2023) (GUM).  

During the packaging stage samples were drawn for homogeneity and characterisation studies by photon 

assay and sample preparation fire assay. The samples taken were randomised before being submitted for 

material characterisation to independent ISO/IEC 17025 accredited laboratories for homogeneity and 

inter-laboratory round-robin testing.  

A single sample was analysed for whole rock chemistry by lithium-borate fusion with x-ray fluorescence 

spectrometry (XRF), mineralogy by x-ray diffraction (XRD), and trace element analysis by mixed acid digest 

ICP. The results presented in Table 2a, 2b and 2c are informational values only.  

Table 2a: IMS-468 Informational Values (XRF) 

Analyte 
XRF Value 

(wt.%) 

 
Analyte 

XRF Value 

(wt.%) 

Al2O3 14.74  MnO 0.11 

BaO 0.02  Na2O 10.98 

CaO 6.18  P2O5 0.124 

Cr2O3 0.02  SO3 0.2 

Fe2O3 7.99  SiO2 49.18 

K2O 0.28  TiO2 1.28 

MgO 3.52  LOI-1000°C 5.36 

 

Table 2b: IMS-468 Informational Values (XRD) 

Mineral Formula XRD Value (wt.%) 

Sodium Calcium Plagioclase (Na,Ca)(Al,Si)2Si2O8 30 

Clinopyroxene (Ca,Mg,Fe,Na)(Fe,Al,Mg)Si2O6 18 

Opaline Silica SiO2 16 

Amorphous content - 26 

Unspecified minerals - 10 
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Table 2c: IMS-468 Informational Values (ICP-MS) 

Analyte 
ICP-MS 

Value (ppm) 
 Analyte 

ICP-MS 

Value (ppm) 
 Analyte 

ICP-MS 

Value (ppm) 

Ag <0.05  Hf 2.3  Sm 5 

As 1.2  Ho 0.8  Sn 2 

Ba 160.1  In 0.08  Sr 176.2 

Be 0.66  La 16  Ta 0.6 

Bi 0.12  Li 9.8  Tb 0.6 

Cd 0.1  Lu 0.2  Te <0.1 

Ce 35.4  Mo 1  Th 4.2 

Co 25.4  Nb 7.1  Tl 0.06 

Cr 142  Nd 19.2  Tm 0.2 

Cs 0.2  Ni 28.1  U 0.5 

Cu 36.8  Pb 9.6  V 178 

Dy 4.1  Pr 4.6  W 2 

Er 2  Rb 6.8  Y 21.4 

Eu 1.7  Re <0.002  Yb 2.2 

Ga 20.6  Sb 0.05  Zn 78 

Gd 5.4  Sc 19  Zr 84 

Ge 1.16  Se 0.6  - - 

Homogeneity Analysis  
A homogeneity study was undertaken in accordance with ISO 33405:2024 and ISO 17034:2016 using 

systematically selected samples to be representative of the entire batch. The sample identifiers were 

randomised to ensure different production order and laboratory analytical order. Multiple 450g samples 

were submitted to a single laboratory for sample preparation followed by submission to a single laboratory 

for duplicate fire assay in a single batch under repeatable conditions.  

The homogeneity studies results were reviewed, and the material was deemed suitable for progressing to 

the inter-laboratory round-robin stage. A summary of the study results is presented in Table 3.  

 
Table 3: IMS-468 Homogeneity Study Results 

Analytical Method Fire Assay 

Aliquot mass (g) 25 

Number of Samples Submitted 12 

Number of Samples tested 12 

Total Samples in Analysis 12 

No. Determinations per sample 2 

Number of technically invalid  0 

Mean concentration (Au g/t) 9.41 

Material Standard Deviation equivalent (Au g/t) 0.134 

Relative Standard Deviation  1.4% 
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Material Characterisation and Certification Methodology 
For Photon Assay, a total of 60 x 450g samples were selected for inter-laboratory round-robin analysis. 

Five (5) pre-packaged samples were provided to 12 X-ray photon assay instruments. The samples were 

analysed as received in the Photon Assay jars, and no further sample preparation was performed. 

For Fire Assay, a total of 33 x 100g pulverised samples were submitted for inter-laboratory round-robin 

analysis. Three (3) samples were provided to 11 laboratories. Samples were analysed via lead collection 

fire-assay digestion followed by either AAS or ICP. All laboratories returned results in this round.  

The process of characterisation was undertaken in accordance with ISO 33405:2024 and 

ISO 17034:2016 following examination of grouped laboratory results for potential technical failures. 

Results deemed technical outliers were removed from the analysis pool prior to the determination of 

statistical parameters. The certifying officer, in some cases, may use their judgment in identifying or 

eliminating outliers outside of these statistical parameters. 

• Certified value was determined by average of lab averages for analytes with no outlier laboratory 

results, or median of median for those with outlier laboratory results 

• Standard deviation (s) is the measure of spread of analyte determinations and includes inter-

laboratory bias, method uncertainty, and material homogeneity uncertainty. Approximately 95% of 

determinations using the same analytical method are expected to be between two standard 

deviations either side of the certified value. The standard deviation is calculated from the validated 

laboratory group data less outlier laboratory and individual determinations. 

• Within laboratory standard deviation (sw) is the average spread of determination values across the 

reporting laboratories, less outlier laboratory and individual determinations. This is calculated by 

single factor ANOVA of the participating laboratory groups. 

• Confidence Interval (CI) is an estimate of the true (unknowable) analyte concentration in the 

material at the 95% confidence interval. For example, a 95% CI could be interpreted as there is a 

0.95 probability that the true value is between certified value ± CI. The narrower the interval, the 

more precise the certified value. The 95% CI should not be used for determination of quality control 

gates.  

• Standard Uncertainty (uCRM) is the sum of variance from characterisation, homogeneity, and 

stability studies. The uncertainty of characterisation is derived from the standard deviation of 

average of laboratory averages divided by the square root of the number of laboratories. 

Uncertainty of material homogeneity (uhom) is the sum of ANOVA within and between sample 

uncertainty derived from the homogeneity study in accordance with ISO 33405:2024. An 

allowance for stability has been included in accordance with ISO 33405:2024. 

• Coverage Factor (k) is the students t-distribution value for two tailed test at 95%.  

• Expanded Uncertainty (UCRM) is the product of coverage factor and standard uncertainty, and 

represents the 95% confidence interval of the true unknowable analyte concentration of the batch 

combined with the bias from individual samples. 

For Gravimetric determination, all weights and measures were used to calculate and validate the 

concentration of gold, and its associated uncertainty for the batch and no further analysis was required. 

• The property value was determined by the net mass of gold metal added to the batch, divided by 

the net dry mass of the batch.  

• The primary, or gravimetric standard uncertainty of characterisation is derived from propagation of 

mass balance instrument uncertainties and input metal mass uncertainties, in accordance with 

Evaluation of measurement data - Guide to the expression of uncertainty in measurement (2023) 

(GUM). 

• Standard Uncertainty (uCRM) is the sum of the variances from characterisation and the laboratory 

homogeneity, and stability studies described above.  
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• A Coverage Factor (k) equal to 2 was used to calculate the Expanded Uncertainty (UCRM) from the 

Standard Uncertainty 

Commutability 
Method specific certified values for this reference material is not commutable to any other analytical 

methods. Estimations of the gravimetric concentration of gold, and its uncertainty, are commutable to any 

method where the total gold concentration is determined. 

Metrological Traceability 
Metrological traceability of the photon assay and fire assay assigned certified values and their 

uncertainties has been established through an unbroken chain to the SI unit kilogram. This is achieved 

through the use of accredited ISO 17025 laboratories during homogeneity and characterisation studies.  

Metrological traceability for the gravimetric calculated Au concentration has not been established. 

Participating laboratories 
For round robin analysis, samples were sent to the participating laboratories listed in Table 4a and 4b. The 

laboratories are presented in alphabetical order, and are not related to the laboratory number identified 

in Appendix 1.  

Table 4a: Participating Laboratories. Photon Assay 

Laboratory Name Location Assay Mass (g) Analysis method 

ALS Canning Vale Canning Vale, Western Australia 450 Au-PA01 

ALS Kalgoorlie West Kalgoorlie, Western Australia 450 Au-PA01 

Intertek Maddington Maddington, Western Australia 450 PAAU02 

MSA Prince George British Columbia, Canada 450 CPA-Au1 

MSA Timmins Ontario, Canada 450 CPA-Au1 

MSA Val d’Or Quebec, Canada 450 CPA-Au1 

Paragon Surrey British Columbia, Canada 450 PA-Au01 

SGS Kalgoorlie Kalgoorlie, Western Australia 450 PAAU02 
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Table 4b: Participating Laboratories.  Fire Assay 

Laboratory Name Location Assay Mass (g) Analysis method 

ActLabs Ancaster Ontario Canada 30 1A2-ORE 

ALS Loughrea Loughrea, Ireland 30 Au-ICP21 

ALS Malaga Malaga, Western Australia 30 Au-ICP21 

ALS North Vancouver North Vancouver, Canada 30 Au-ICP21 

Bureau Veritas Canning Vale, Western Australia 40 FA001 

Bureau Veritas Wingfield, Western Australia 40 FA002 

Bureau Veritas Vancouver, Canada 30 FA330-Au 

Intertek Bohle Townsville, Queensland 25 FA25/OE04 

Intertek Maddington Maddington, Western Australia 25 FA25/OE04 

Jinning Maddington, Western Australia 30 FA30I 

MSA Langley British Columbia, Canada 30 FAS114 

SGS Geochemistry Perth Airport, Western Australia 30 GE_FAA30V5 

Preparer and Supplier of Certified Reference Material 
This certified reference material, IMS-468, was prepared and certified by: 

Independent Mineral Standards Pty Ltd  

16 Durham Rd  

Bayswater, WA 6053 

Australia 

Ph: +61 8 6155 7616 

www.imstandards.com.au 

Intended Use 
The crushed reference material is intended for monitoring and testing the accuracy and precision of photon 

assay and sample preparation fire assay of gold ores as part of a routine quality control program. The 

quality control program may be conducted at the batch quality control level by an operating laboratory, or, 

as part of ongoing quality monitoring with samples submitted from the field or mine.  

The estimate of material and measurement uncertainties for photon assay and sample preparation fire 

assay reported in this certificate are the product of the participating laboratories, not any individual 

laboratory. Commercial laboratories typically have different measurement uncertainties to site-based 

laboratories. Application of the grouped uncertainties reported in this certificate to a specific laboratory for 

ongoing QC may lead to many false reports of out-of-control processes, or alternatively non reporting of 

out-of-control processes. It is recommended that the centre line and control limits of a Shewhart chart 

used for ongoing monitoring of a particular laboratory are derived from averaged values and variation from 

replicate analysis of this CRM after removal of outliers. 

Instructions for Correct Use  
The certified values are based on the concentration level in the packaged state, and no further drying is 

required before weighing and analysis. The PhotonAssayTM jar lid should remain closed at all times. Where 

repeat photon assay exposures of the reference material are conducted, the user should adhere to the 

photon assay manufacturer’s guidelines on the expiry of the PhotonAssayTM jar and replace the reference 

material. 
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Minimum Sample Mass 
The samples have been packed in nominal 450g PhotonAssayTM jars, and uncertainty and homogeneity 

statements relating to these are only applicable if the sample remains stored in its jar prior to analysis.  

Period of Validity 
This reference material is valid 5 years from the date of original issue when stored according to the 

instructions below, or 100 photon assay exposures (cycles), whichever occurs first. 

Stability and Storage Instructions 
This reference material should be stored in a dry location out of direct sunlight to prevent degradation of 

the packaging and possible contamination of the materials. No other special storage conditions are 

required.  

Legal Notice 
Independent Mineral Standards Pty Ltd has prepared and statistically evaluated the property values of this 

reference material to the best of its ability. The purchaser by receipt hereof releases and indemnifies 

Independent Mineral Standards Pty Ltd from and against all liability and costs from the use of this material 

and information.  

Certifying Officer 
John Carter, General Manager 

Certification Date 
10th February 2025 

References 
ISO 33405:2024, Reference materials - Approaches for characterization and assessment of homogeneity 

and stability. 

ISO 17034:2016, General Requirements for the competence of reference material producers.  

ISO., I. and OIML, B., 2023. Guide to the Expression of Uncertainty in Measurement. Aenor. 

Version History 

 

 

Batch # Document Version Date Modification 

IMS-468 R0 10/02/2025 Initial Document 

IMS-468 R1 25/03/2025 Revised classification of the gravimetric 

determination 
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Appendix 1 
 

Tabulated and graphical presentation of certification data (Photon Assay) 

 Instrument ID  

Determination No P Q R S AD AE 76 122 141 143 144 145 Overall 

1 10.03 9.57 9.57 10.01 9.92 9.77 9.69 9.965 10.05 9.74 9.863 9.635  

2 9.82 9.66 9.63 9.86 10.08 9.58 9.64 10.26 10.189 9.8 9.671 9.595  

3 9.62 10.24 9.85 9.71 9.82 9.75 9.43 9.827 10.102 9.84 10.01 9.629  

4 9.93 10.03 9.74 9.94 10.14 9.4 9.56 9.899 10.368 9.77 9.887 9.604  

5 9.86 9.52 9.8 9.75 10.08 9.7 9.47 9.895 10.071 9.97 9.89 9.84  

Count 5 5 5 5 5 5 5 5 5 5 5 5 60 

Min 9.62 9.52 9.57 9.71 9.82 9.4 9.43 9.83 10.05 9.74 9.67 9.6 9.40 

Max 10.03 10.24 9.85 10.01 10.14 9.77 9.69 10.26 10.37 9.97 10.01 9.84 10.37 

Median 9.86 9.66 9.74 9.86 10.08 9.7 9.56 9.9 10.1 9.8 9.89 9.63 9.83 

Mean 9.85 9.8 9.72 9.85 10.01 9.64 9.56 9.97 10.16 9.82 9.86 9.66 9.83 

Std Dev 0.152 0.315 0.116 0.126 0.133 0.153 0.11 0.17 0.13 0.09 0.122 0.102 0.214 

Coeff. Variation 1.55 3.21 1.2 1.28 1.33 1.59 1.15 1.7 1.28 0.91 1.24 1.05 2.17 

Dev. From Cert Mean 0.27 -0.22 -1.1 0.29 1.86 -1.89 -2.72 1.46 3.36 -0.02 0.39 -1.68  

95% Confidence Interval - - - - - - - - - - - - 0.107 

SD Within Labs - - - - - - - - - - - - 0.154 

SD Between Labs - - - - - - - - - - - - 0.376 

MScore 0.18 1.04 0.55 0.18 1.53 0.8 1.66 0.42 1.67 0.18 0.35 1.23 4 

ZScore 0.11 0.09 0.45 0.12 0.76 0.77 1.11 0.6 1.37 0.01 0.16 0.68 3 
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Appendix 1 
 

Tabulated and graphical presentation of certification data. (Fire Assay) 

  Laboratory ID  

Determination No. 1 3 5 6 10 15 16 33 35 42 67 74 Overall 

1 9.36 9.32 9.28 9.356 8.88 9.22 9.59 9.70 9.182 9.402 8.904 9.322  

2 9.28 9.28 9.31 9.492 9.23 9.15 9.52 9.60 9.315 9.438 8.994 8.961  

3 9.48 9.27 9.55 9.588 8.94 9.29 9.42 9.61 9.178 9.437 8.791 8.934  

Count 3 3 3 3 3 3 3 3 3 3 3 3 36 

Min 9.28 9.27 9.28 9.36 8.88 9.15 9.42 9.60 9.18 9.40 8.79 8.93 8.79 

Max 9.48 9.32 9.55 9.59 9.23 9.29 9.59 9.70 9.31 9.44 8.99 9.32 9.70 

Median 9.36 9.28 9.31 9.49 8.94 9.22 9.52 9.61 9.18 9.44 8.90 8.96 9.30 

Mean 9.37 9.29 9.38 9.48 9.02 9.22 9.51 9.64 9.22 9.43 8.90 9.07 9.29 

Std Dev 0.101 0.026 0.148 0.117 0.187 0.070 0.085 0.055 0.078 0.021 0.102 0.217 0.232 

Coeff. Variation 1.07 0.28 1.58 1.23 2.08 0.76 0.90 0.57 0.85 0.22 1.14 2.39 2.50 

Dev. From Cert Mean 0.86 -0.04 0.93 1.99 -2.98 -0.79 2.33 3.69 -0.74 1.42 -4.28 -2.38  

95% Confidence Interval - - - - - - - - - - - - 0.139 

SD Within Labs - - - - - - - - - - - - 0.116 

SD Between Labs - - - - - - - - - - - - 0.378 

M-Score 0.26 0.06 0.06 0.78 1.41 0.3 0.9 1.25 0.45 0.57 1.56 1.33 4 

Z-Score 0.35 0.02 0.38 0.81 1.21 0.32 0.95 1.5 0.3 0.58 1.74 0.97 3 
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Appendix 2 
 

Tabulated and graphical presentation of homogeneity data (Sample Preparation and Fire Assay). 

Replicate No. 18890 18891 18892 18893 18894 18895 

1 9.401 9.324 9.177 9.356 9.492 9.588 

2 9.122 9.177 9.324 9.171 9.207 9.459 

 

Replicate No. 18896 18897 18898 18899 18900 18901 

1 9.547 9.448 9.497 9.317 9.605 9.603 

2 9.487 9.346 9.405 9.731 9.362 9.687 

 

 

 


